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Installation 
WARNING Electricity is dangerous. Before commencing work, ensure that you read 

and understand these instructions and isolate the relevant circuit. If in any doubt 

whatsoever, do not continue, but consult a qualified electrician or heating engineer. 

This unit must be installed in accordance to BS 7671 (IEE Wiring Regulations), or to 

another equivalent standard. 

Location 
For optimum performance, please note the following guidelines in locating your new room 

thermostat. 

 Avoid areas subject to direct sunlight or draughts 

 Do not mount the unit close to or above a radiator 

 The ideal mounting height is slightly below eye level, as this will give a good view of the 

display 

Removal of your old thermostat (if applicable) 
Ensure that your electrical supply is isolated and then remove your old room thermostat from the 

wall. Before removing any wires, be sure to write down which wire goes to which connection. Note 

that the colour codes are not standard. 

These should be 

 Live or L 

 Switch, Switched Live, Call, Call for Heat 

 Neutral or N (optional) 

 Earth or E (optional) 

Preparing your new thermostat 
Remove the two securing screws on the bottom edge of the 

thermostat and lift the thermostat off the wall mount. 

Remove the Wiring cover from the wall mount by removing the 

two securing screws. 

  

Figure 1: Room Thermostat screw 
location 
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Installing the Wall Mount 
The wall mount is supplied with fixings suitable for a 

solid wall. If you are fixing to another type of wall, then 

different fixings may need to be obtained. If you use 

different screws, ensure that they are the pan head or 

round head type and that when the screws are flush, 

the heads are not protruding above or to the sides of 

the surrounding surface. 

Using the wall mount as a template, with the existing 

wires as far over to the right of wall mount as possible, 

mark the location of the two holes on the wall. For 

reference, the two holes are 75.5 mm apart. 

Drill suitable holes (6mm diameter for the wall plugs supplied), insert wall plugs and screw the wall 

mount to the wall. 

WARNING be aware of the buried cable route before drilling. 

Wiring 
Your new room thermostat is a two wire device. Therefore it only 

requires Live (L) and Switched Live (SL). It does not matter which wire is 

connected to which terminal. If you have a Neutral and/or an earth 

present, these are not required and should be made safe. 

IMPORTANT 

 Ensure you do not break the earth continuity of the circuit. 

 Ensure that the circuit is protected by a 3 amp fuse. 

WARNING 

Great care must be taken to ensure that your room thermostat is wired correctly. Incorrect wiring 

can be dangerous and could result in a blown fuse and / or a damaged room thermostat. Inspire 

Home Automation will not accept any liability whatsoever for damage caused to your central heating 

system and/or electrical system as a result of the incorrect wiring of the thermostat. Also damage to 

the thermostat due to incorrect wiring is not covered by your guarantee. If you are in any doubt 

whatsoever about the wiring, we strongly recommend that you consult a qualified electrician or 

heating engineer. 

Prepare the two cables by stripping 5mm off the wire ends. Then insert the two wires into the 

connector and tighten the connector screws. Ensure the wires are securely in place by slightly 

tugging on them. Also make sure that no bare wire is showing outside the connector block. If it is, 

remove the wire and remedy the issue. Finally, screw the Wiring Cover over the wall mount using 

the supplied screws. 

Figure 2: Wall Mount wiring 

 

Figure 3: Wiring Schematic 
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Install two AA Alkaline batteries (Supplied) into the back of the room thermostat, and ensure that 

the display is illuminated. 

It is easiest to start the two securing screws off before placing it on the wall, however do ensure that 

these screws do not protrude inside the room thermostat. 

Carefully locate the room thermostat over the wall mount, taking great care not to damage the 

spring pins on the back. The room thermostat should slide over the wall mount with little effort. If it 

does not, do not force it, but check the following then try again 

 Securing screws do not protrude into the thermostat 

 Wiring cover is located correctly 

 Wall mount screws are the correct size 

Hold the room thermostat in place and lightly tighten the screws underneath to secure the unit – 

these screws only need the lightest of pressure and must not be over tightened 

Setting up and using your Room Thermostat 
This is an online guide and can be found at 

http://www.inspirehomeautomation.co.uk/manuals/ns1001_installation_guide.pdf 

Specification 
Room Thermostat  

Thermostat Power Supply 2x AA batteries 

Output 2 wire Volt-Free Switch 

Switch Rating (Max) 240v ac, 3A. 

Controllable Temperature Range 10 – 30C 

Frost Protection 5C 

Radio Frequency 2.4 GHz 

Dimensions 119 x 88 x 22 mm 

 

Gateway  

Power input 5V 1A 

Internet Connection Wired Ethernet Cable 

Radio Frequency 2.4 GHz 

Dimensions 94 x 79 x 24 mm 

 

 


